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21 CFR Ch. I (4–1–02 Edition)§ 876.4480 

§ 876.4480 Electrohydraulic 
lithotriptor. 

(a) Identification. An electrohydraulic 
lithotriptor is an AC-powered device 
used to fragment urinary bladder 
stones. It consists of a high voltage 
source connected by a cable to a bipo-
lar electrode that is introduced into 
the urinary bladder through a cysto-
scope. The electrode is held against the 
stone in a water-filled bladder and re-
peated electrical discharges between 
the two poles of the electrode cause 
electrohydraulic shock waves which 
disintegrate the stone. 

(b) Classification. Class II. The special 
control for this device is FDA’s ‘‘Guid-
ance for the Content of Premarket No-
tifications for Intracorporeal 
Lithotripters.’’ 

[48 FR 53023, Nov. 23, 1983, as amended at 52 
FR 17738, May 11, 1987; 65 FR 17145, Mar. 31, 
2000]

§ 876.4500 Mechanical lithotriptor. 
(a) Identification. A mechanical 

lithotriptor is a device with steel jaws 
that is inserted into the urinary blad-
der through the urethra to grasp and 
crush bladder stones. 

(b) Classification. Class II (perform-
ance standards).

§ 876.4530 Gastroenterology-urology 
fiberoptic retractor. 

(a) Identification. A gastroenterology-
urology fiberoptic retractor is a device 
that consists of a mechanical retractor 
with a fiberoptic light system that is 
used to illuminate deep surgical sites. 

(b) Classification. Class I (general con-
trols). The device is exempt from the 
premarket notification procedures in 
subpart E of part 807 of this chapter 
subject to the limitations in § 876.9. 

[48 FR 53023, Nov. 23, 1983, as amended at 54 
FR 25049, June 12, 1989; 66 FR 38801, July 25, 
2001]

§ 876.4560 Ribdam. 
(a) Identification. A ribdam is a device 

that consists of a broad strip of latex 
with supporting ribs used to drain sur-
gical wounds where copious urine 
drainage is expected. 

(b) Classification. Class I (general con-
trols). The device is exempt from the 
premarket notification procedures in 

subpart E of part 807 of this chapter 
subject to the limitations in § 876.9. 

[48 FR 53023, Nov. 23, 1983, as amended at 54 
FR 25049, June 12, 1989; 66 FR 38801, July 25, 
2001]

§ 876.4590 Interlocking urethral sound. 

(a) Identification. An interlocking 
urethral sound is a device that consists 
of two metal sounds (elongated instru-
ments for exploring or sounding body 
cavities) with interlocking ends, such 
as with male and female threads or a 
rounded point and mating socket, used 
in the repair of a ruptured urethra. The 
device may include a protective cap to 
fit over the metal threads. 

(b) Classification. Class I (general con-
trols). The device is exempt from the 
premarket notification procedures in 
subpart E of part 807 of this chapter 
subject to the limitations in § 876.9. 

[48 FR 53023, Nov. 23, 1983, as amended at 61 
FR 1122, Jan. 16, 1996; 66 FR 38801, July 25, 
2001]

§ 876.4620 Ureteral stent. 

(a) Identification. A ureteral stent is a 
tube-like implanted device that is in-
serted into the ureter to provide 
ureteral rigidity and allow the passage 
of urine. The device may have finger-
like protrusions or hooked ends to keep 
the tube in place. It is used in the 
treatment of ureteral injuries and 
ureteral obstruction. 

(b) Classification. Class II (perform-
ance standards).

§ 876.4650 Water jet renal stone 
dislodger system. 

(a) Identification. A water jet renal 
stone dislodger system is a device used 
to dislodge stones from renal calyces 
(recesses of the pelvis of the kidney) by 
means of a pressurized stream of water 
through a conduit. The device is used 
in the surgical removal of kidney 
stones. 

(b) Classification. Class II (special 
controls). The device is exempt from 
the premarket notification procedures 
in subpart E of part 807 of this chapter 
subject to § 876.9. 

[48 FR 53023, Nov. 23, 1983, as amended at 63 
FR 59228, Nov. 3, 1998]
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